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Zoning SystemZoning System

Two & Three Pipe Two & Three Pipe 

SystemsSystems

DDC ControlDDC Control

Operates as a Heat Operates as a Heat 

Pump Pump 

Simultaneous Cooling Simultaneous Cooling 

& Heating& Heating

Heat RecoveryHeat Recovery



Power Supply

Deluxe MA
Simple MA



Applications where sound is important

Buildings where 
zoning is required Historic

Renovations

Multi-Story Office Buildings

Health
Facilities

Hotels
Banks

Churches

Universities



Typical Cooling Only Typical Cooling Only 
PerformancePerformance120,000 BTU120,000 BTU’’ss120,000     Cooling120,000     Cooling

Optimum Optimum 
Performance!Performance!

90,000 BTU90,000 BTU’’s come s come 
from waste heat!from waste heat!

90,000 BTU90,000 BTU’’ss

90,000     Cooling90,000     Cooling

90,000     Heating90,000     Heating

180,000    Total 180,000    Total 
WorkWork

60,000 BTU60,000 BTU’’s of Heat s of Heat 
come from the heat come from the heat 
absorbed in the absorbed in the 
cooling zonescooling zones

120,000 BTU120,000 BTU’’ss

120,000    Cooling120,000    Cooling

60,000    Heating60,000    Heating

180,000    Total 180,000    Total 
WorkWork

BenefitBenefit
Outdoor UnitOutdoor Unit

Operating BTUOperating BTU’’ss
I ndoor Unit I ndoor Unit 

Operating BTUOperating BTU’’ss



ARI Standards forthcomingARI Standards forthcoming

Diversity required to realized heat Diversity required to realized heat 
recovery benefitsrecovery benefits

Inverter driven compressor provides high Inverter driven compressor provides high 
part load efficienciespart load efficiencies

Great match with heat recovery ventilation Great match with heat recovery ventilation 
(HRV)(HRV)



393 ft.393 ft.984 ft.984 ft.3280 ft.3280 ft.984 ft.984 ft.––1312 1312 
ft.ft.

1,804 ft.1,804 ft.--
2,625 ft.2,625 ft.

Total Piping Total Piping 
LengthLength

SS--SeriesSeriesWYWY--SeriesSeriesYY--SeriesSeriesWR2WR2--SeriesSeriesR2R2--SeriesSeriesPIPING PIPING 
LENGTHLENGTH

n/an/an/an/a49 ft. 49 ft. Indoor Unit to Any BC ControllerIndoor Unit to Any BC Controller

65 ft.65 ft.131 ft.131 ft.Outdoor Unit LOWER than Indoor UnitOutdoor Unit LOWER than Indoor Unit

98 ft.98 ft.164 ft.*164 ft.*Outdoor Unit HIGHER than Indoor UnitOutdoor Unit HIGHER than Indoor Unit

SS--
SerieSerie

ss

Y/ WY/ W
YY--

SerieSerie
ss

R2/ WR2R2/ WR2
--

SeriesSeries

PI PI NG HEI GHTPI PI NG HEI GHT

* Elevation differential up to 295’ available in 2009
upon MEHVAC review.  Additional limitations may apply



Note: Typical residential 3Note: Typical residential 3 -- ton outdoor units have ton outdoor units have 
sound levels in the range of 65 to 75 sound levels in the range of 65 to 75 dB(AdB(A).).

64.564.5N/AN/APUHYPUHY--P312, P312, --P336P336

63.563.5N/AN/APUHYPUHY--P264, P264, --P288P288

N/AN/A

6363
6262
6161
6060
5858

dB(AdB(A) (HP)) (HP)

6565PUHYPUHY--P360P360

6363PUH/RYPUH/RY--P240, P240, 
62.562.5PUH/RYPUH/RY--P192, P192, --P216, P216, 
6161PUH/RYPUH/RY--P144, P144, --P168P168
6060PUH/RYPUH/RY--P120P120
5858PUH/RYPUH/RY--P72, P72, --P96P96

dB(AdB(A) (AC)) (AC)Outdoor UnitOutdoor Unit




